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EXPLOSION PROOF 
AND SAFE AREA LIGHTING EQUIPMENT

Portable Ex and Non-Ex lighting- Hazardous area lighting- Vandal 
proof lighting- Factories and warehouses llighting - Food industry and 
animal husbandry lighting



The extremely compact, light and explosion-proof ATEX hand 
lamp is ideal for illuminating areas that are difficult to access and 
where inspection and service are necessary. At the same time it 
fulfills the safety requirements with regard to explosion protec-
tion. Three integrated POWER LED modules ensure optimal 
lighting. Thanks to the integrated diffuser film, a glare-free and 
pleasant work is guaranteed. Ideal for use as an inspection lamp.

The explosion-proof LED spotlight ULTRA Safe 3 LED is the 
successor of the renowned Safeboy LED spotlight. Thanks 
to its low weight and extraordinary robustness, it is the ideal 
lighting solution in demanding and harsh environments. The 
spotlight is flexible horizontally or vertically openable. 
Optional accessories such as telescopic stands or magnetic 
brackets are available

1. PORTABLE EXPLOSION PROOF LIGHTING

Ex- Handlamps

Type: LED hand lamp / inspection lamp, ex-proof (ATEX) | EX-Zones: Zone 1 & 2 , Zone 21 & 22 | Protection 
category: IP68

The 360 ° omnidirectional EX lights of the KE-EX 68xx series are ideal 
in work areas or rooms in which the entire area needs to be illuminat-
ed, e.g. for tank and silo cleaning work. The lights are available in 
different sizes and light outputs. Due to the EX protection, these lights 
can also be used in particularly dangerous areas. (EX zones 1/2 and 
21/22). In the optional through-wired version, the lights can 
be used as a chain of lights. (on demand). A wide range of 
accessories round off the diverse range of applications
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The microprocessor-controlled, reloadable, hinged-head safety 
hand-held luminaire, model HL 35 EX HIGH POWER with 
digital display, ATEX directive 2014/34 / EU and relevant EMC 
regulations tested, has a vehicle registration. The luminaire is 
equipped with two switchable high-power LEDs and switchable 
as power light. The environmentally friendly lithium-ion battery 
without memory effect used is deeply discharged and can be 
recharged thanks to the intelligent circuit layout. This can be 
exchanged by the user himself. Due to the 180 ° pivotable, 
adjustable light head, the lamp is flexible. By a clamp, the lamp 
can also be attached to the protective clothing. The use as a 
luminaire with emergency light function is also available and can 
be switched off by the customer. The charging unit for 
100-230V AC, 12V DC and 24V DC can be supplied from 1 to 5 
times. With a low weight of approx. 0.6 kg, the HL 35 EX HIGH 
POWER is at the top of comparable hand lamps. The design is 
in accordance with DIN 14649



EX-protected hand lamp with power LED in angled shape is very bright and 
extremely light. The luminaire is certified for all gases and dusts and can be 
operated with two light levels as well as in the flashing mode. The lithium ion 
battery is included and can be changed by the operator. With a low weight of 
approx. 280 g, the HL12 EX is based on the fabric of comparable hand lamps. 
The charging unit for 100-230V AC, 12V DC and 24V DC can be supplied from 
1 to 5 times.

The ex-protected HL 11 EX flashlight can be used with 
its extremely high luminosity in zones 0 and 20. Due to 
fail-safe high-power LEDs, no lamp replacement is 
necessary. 4 AA batteries (Mignon) are included in the 
delivery.

STL 1 EX is a high-power LED headlight for use in hazardous areas 
(Zone 0) and is equipped with three AAA alkaline batteries. The lamp 
has two lighting modes, is extremely bright and has a long lighting time. 
Adjustment of the inclination angle possible in lockable steps..

Wide Operating Temp -50° to +50°
DALI/Dimming as Standard
Remote Power Supply Variants Available
Zone 1 Variants Available
5 Year Warranty
UK Designed and Manufactured

2. RAYTEC LED

ATEX and IEC Ex approved - Zone 2
UKCA approved
Ultra Long Life LED
High Lumen Output LED
Easy Installation and Maintenance
Extreme Durability and Toughness

The SPARTAN High Power Flood range is designed for very large and open hazard-
ous areas which require high performance, high reliability, White-Light illumination.

SPARTAN FLOOD
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ATEX and IEC Ex approved - Zone 2
UL/CSA approved including C1D2 
and ABS
UKCA approved
Ultra Long Life LED
High Lumen Output LED
Fully Retrofitable

2ft Linear in a 4ft Body - 56% savings
Easy Installation and Maintenance
Emergency Variants
Wide Operating Temp -40° to +60°
Zone 1 Variants available
5 Year Warranty
UK Designed and Manufactured

ATEX and IEC Ex approved - Zone 2
UKCA approved
Ultra Long Life LED
High Lumen Output LED
Easy Installation and Maintenance
Extreme Durability and Toughness

Wide Operating Temp -50° to +50°
DALI/Dimming as Standard
Remote Power Supply Variants Available
Zone 1 Variants Available
5 Year Warranty
UK Designed and Manufactured

The SPARTAN Bay Light range is designed for very large and high hazardous areas 
which require powerful ceiling mounted White-Light illumination. Using Raytec’s 
field-proven, long-life LED technology, the HPBY10K is globally certified for all Zone 2 
applications. 

SPARTAN BAY

The SPARTAN Linear WL84-1200 range is designed specifically for hazardous area 
environments to retrofit existing 2x36W fluorescent installations, which require high 
performance, reliable, White-Light illumination - providing the output of a 2ft linear 
in a 4ft body.

SPARTAN LINEAR

SPARTAN CRANE

ATEX and IEC Ex approved - Zone 2
UL/CSA approved including C1D2 and ABS
Ultra Long Life LED
High Lumen Output LED
Rotary Damper - ensures light stays targeted where required

The SPARTAN Crane range is designed for use on marine/offshore boom cranes 
where high performance, reliable, White-Light illumination is required for safe crane 
operations.

3. EXPLOSION PROOF AND SAFE AREA LIGHTING

Bulkhead light fitting

Zone 1,2,21,22

Application in confined or restricted spaces
Robust light alloy enclosure weighs only 4 kg
Allowing the user to mount in areas where the available space is restricted
Fast and easy installation
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Lighting fixtures for the food industry have hygienic 
atest of PZH (National Institute of Public Health) and 
comply with the high requirements of IFS (Internation-
al Food Standard).

Light fittings dedicated to all kinds of production plants are designed to 
work in adverse conditions such as high humidity or extremely high 
ambient temperatures.

Vandalproof light fittings designed for illumination of 
penitentiaries and prisons are characterized by a high 
degree of resistance to IK impact. They also have 
secured casings preventing unauthorized access. Lamps 
of this type can be equipped with additional night 
lighting.

Food industry and animal husbandry

Factories and warehouses

Custodial Facilities

Emergency Exit light
ZONE 1,2,21,22

Central locking with internal switch
Through-wiring possible
LED modules with innovative encapsulation
Estimated service life up to 70 000 hours
High color rendering index CRI 80
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Explosionproof equipment is designed for the safe distribution of electricity in 
installations inside and outside of buildings, in the presence of an explosive atmo-
sphere.

Explosionproof equipment

ZONE 1,2,21,22 Ex Phone 

Ex Plugs and SocketsZONE 1,2,21,22

Enclosures made of glass-fibre reinforced polyester resin
7 basic enclosure sizes
Alone or in various combinations of merged set
Equipped with built-in devices

Enclosure in sheet steel
5 basic enclosure sizes
Enclosures can be combined (modular system)
Available as empty enclosures or as completely fitted and wired control and 
distribution units
For use in under-ground mines
Cable entries avail-able:

Direct :     cable glands,
Indirect :  via Ex e en-closure multiwire bushing, conductor insulator

Explosion-proof telephone for universal applications in the industry (onshore and offshore)
Resistant against high temperature differences, humidity, seawater, acids, alkalis etc.
10 ringing tone melodies selectable

Ex grounding and grounding control device GGCD

Active grounding system for static grounding and permanent monitoring
Permanent removal of electrostatic charge during filling or emptying tanks 
(road tracks, railcar tanks, barrels)
Two output contacts

Ex distribution cabinets R23002-R3006 ZONE 1,2,21,22

Plugs and sockets receptacles 16A to 63A, 12V to 690V
All sockets incorporate switching technology that prevents removal of the plug under 
electrical load and does not disturb the potentially explosive atmospheres

Control devices
Indicating lamps
Pushbuttons
Control switches
Ammeters

4. EX EQUIPMENT
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